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1. The manuscript must be prepared using the proper stand-
ard English language. Name and address of the profes-
sional / responsible translator (not authors) should be in-
dicated at the end of the manuscript as a “Note“. Signed 
certificate that the translator has translated the man-
uscript (the title of the manuscript is obligatory) must 
be sent along with the manuscript.
2. Authors are obliged to format the manuscript in the 
way it is going to be published in the Journal Metalur-
gija – use A4 page size, text formatted into 2 columns. 
Maximal allowed length of the manuscript (including 
Figures and Tables) is 5 pages. The text should be writ-
ten in MS Word with font Times New Roman, characters 
size 12. Papers should be written in 3rd person, according 
to the legal standards and INDOK – regulations.
3. Authors are obliged to write metrological correctly, us-
ing appropriate terminology, and SI – units (System In-
ternational, SI). Also, instead of: a-b; 30.4 °C; 1000; 5%; 
(m);(°C); (%) etc; must be: a - b; 30,4 °C (always, in all 
text and illustration “ comma /, “; no “ point /. “); 1 000; 
5 %; / m; / °C; / % etc.
4. The title and abstract should not exceed 110 – 120 
words; provide a maximum of 5 ‘’keywords’’ in italic. 
UDC (Universal Decimal Classification) is obligatory.
5. Symbols of physical values should be written: Capital 
letter in italic and small letters normal text. Numerical 
values should be written in normal text (not italic). 
6. Diagrams must be prepared using the appropriate pro-
gram package, e.g. Corel Draw. The size of the symbols 
should be selected so that after the expected reduction of 
the Figure (on 8 cm) each of the Capital Letters / Char-
acters are 2 mm high as shown below;
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8. Generally, Figures must be prepared similarly as shown 
below: 
 number of Figures – bold
 description of Figures – not bold
9. Letters and numbers in all Figures and Tables must 
be of identical height – 2 mm; not bold.
10. References should be cited in numerical order as they ap-
pear in text. The number of each reference should be in-
serted into the text in the appropriate position using 
square brackets [ ]. References must be cited according 
to the Rules of Chemical Abstract, and should be of the 
most recent date.
 Examples:
 -  Article in journal: Authors, Title of the paper, Journal 
title, Volume (year of publication), Number of journal, 
Pages from - to
 -  in a book etc: Authors, the Title of the Paper, the Title 
of the Book, Editors (ed), Vol, Publisher, Place and of 
year Publication, pp. from - to
 -  in proceedings: Authors, Proceedings Title, Name of 
conference, Place, Year, Editors (ed), Vol, Organizer, 
pp. from - to
   Use of DOI number of references is obligatory if avail-
able.
 - Book and patent – see “Instructions to Authors”
 Out of the total number of references, maximum 20 
% of authors self citations is allowed. Maximal al-
lowed percentage of Journal Metalurgija citations is 
20 % of the total number of references. 
11. Two hard copies of the manuscript and one electronic 
version on CD containing full names of all authors, their 
affiliations and e-mail addresses should be submitted to 
the Editorial Board to postal address: 10000 Zagreb, 
Berislavićeva 6, Croatia
 or
 an electronic version of the manuscript with all above 
mentioned information can be sent via e-mail to: ilija.
mamuzic@public.carnet.hr.
12. The outcome of the author’s submission can be seen on 
the Croatian Metallurgical Society website. 
7. Tables must be prepared similarly as shown below:
  number of Tables – not bold 
  description of Tables – bold 
